
SPECIFICATIONS:
RATED CAPACITY

COMBINED ERROR
NON-REPEATABILITY
ZERO BALANCE

INSULATION RESISTANCE
MAXIMUM LOAD, SAFE
MAXIMUM LOAD, ULTIMATE

10 VDC or VAC rms
15 VDC or VAC rms

TEMPERATURE EFFECT, OUTPUT
TEMPERATURE EFFECT, ZERO BALANCE

EXCITATION VOLTAGE (typical)
EXCITATION VOLTAGE, MAXIMUM

TEMPERATURE RANGE, COMPENSATED

5,000 MEG OHMS @ 50 VDC

+60 TO 160° F

CONSTRUCTION

Not rated

< 0.05 %

INPUT IMPEDANCE
OUTPUT IMPEDANCE

200 % F.S.
300 % F.S.

2.00 ± 0.01 mV/VRATED OUTPUT, (Matched 0.5%)
± 1 %

PIN   COLOR CODE:

SHLD.  < 1 OHM to ELEMENT

STAINLESS STEEL COVER, ALLOY STEEL ELEMENT
DEFLECTION AT RATED CAPACITY, APPROXIMATE

± 1 %

RED1    + EXC.

BLACK3   - EXC.
WHITE2   + SIG.

GREEN4   - SIG.

0.0005 % of Load / ° F

0.0006 in.

3,000 LBf

1,000 typical
1,000 OHMS, typical


